
Purity Manifolds

1 OR 6 ZONE PURITY MANIFOLD UNIT DETAILS
Quick-Check 

1 Zone Purity Manifold
Quick-Check 

6 Zone Purity Manifold

Part Number
A02-QCF-PS1PM A02-QCF-PS6PM

Dimensions
A (Width) 306,5mm
B (Depth) 168,4mm
C (Height) 323,8mm

Unit Details
N2 Sample Zones 1 zone 6 zones

Installation Wall mount
1/4” Plenum rated tubing 152,4m 304,8m

Electrical 220V /50Hz / 1Ph, 1 AMP
Display 88.9mm LCD display with nitrogen purity readout

Warranty One Year1

1.  Per Manufacturer’s Terms & Conditions.

FEATURES
	| Automatically opens and closes AutoPurge System® to ensure 

98% nitrogen purity is maintained within Fire Protection System 

	| Checks each AutoPurge System for nitrogen purity and flow 
displays reading on PLC daily
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10 OR 20 ZONE PURITY MANIFOLD UNIT DETAILS

C
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Quick-Check 
10 Zone Purity Manifold

Quick-Check 
20 Zone Purity Manifold

Part Number
A02-QCF-PS10PM A02-QCF-PS20PM

Dimensions
A (Width) 414mm
B (Depth) 222,7mm
C (Height) 533,4mm

Unit Details
N2 Sample Zones 10 zone 20 zones

Installation Wall mount
1/4” Plenum rated tubing 609,6m 914,4m

Electrical 220V / 50Hz / 1Ph, 1 AMP
Display 254mm LCD display with nitrogen purity readout

Warranty One Year1

1.  Per Manufacturer’s Terms & Conditions.
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	| Ethernet communication included for remote 
access

	| Analog 0-10V, 4-20mA signals available 


